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Declaration

Sapphire"”

HEAT SOLUTIONS

€ UK UK
CA NI

EC DECLARATION OF CONFORMITY
in accordance with BS EN ISO/IEC 17050-1:2004

EOGB Y

Vv

RoHS

COMPLIANT

We: EOGB Energy Products Ltd
Of: 5 Howard Road,
Eaton Socon,
St Neots,
Cambs,
PE19 8ET
Telephone: +44 (0)1480 477066
Email: sales@sapphireheatsolutions.co.uk
Website: www.sapphireheatsolutions.co.uk

Declare that;
Equipment: Sapphire Domestic Modulating Liquid Fuel Boiler
Model; Sapphire 6-32 kW

In accordance with the following Directives and Normative documents:

2006/95/EEC Conforms with the safety objectives of the Low Voltage Directive and its amending directives.
2004/108/EC Conforms with the essential protection requirements of the Electromagnetic Compatibility
Directive and its amending directives.

92/42/EC Conforms with the requirements of the Boiler Efficiency Directive.

2010/30/EU Conforms with the Labelling of Energy related products to EU (no) 811/2013

2009/125/EC Conforms with the Ecodesign of Energy related products to EU (no) 813/2013

| hereby declare that the equipment named above has been designed to comply with the relevant sections of the
above standard and meets all essential requirements of the specified Directives.

Signed: Martin Cooke Signature W

Position: Managing Director Date 1st October 2021
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DANGER

Information and General Warnings

2.0 Introduction

The Sapphire User Manual supplied with the appliance:
Is an infegral and essential part of the product and must Not be separated from the appliance. It must therefore be
kept carefully for any necessary consulfation and must accompany the appliance even if it is fransferred 1o another
owner or user, or fo another system. If the manual is lost or damaged, another copy can be requested from EOGB.

. Offers important indicatfions and insfructions relafing to the installation safety, start-up, use and mainfenance of
the boiler.
2.1 Symbols used in the manual

In some parts of the manual you will see triangular DANGER signs. Pay great attention to these, as they indicate a situation of potential
danger.

The dangers can be of 4 levels, as indicated below,

This symbol indicates operations which, if not carried out correctly, cause serious injury, death or long-term health risks.
This symbol indicates operations which, if not carried out correctly, may cause serious injury, death or long-ferm health risks.
This symbol indicates operations which, if not carried out correctly, may cause damage to the machine and/or injury to people.

This symbol indicates operations which, if not carried out correctly, lead to electric shocks with lethal consequences.

2.2 Delivery of the appliance and the User manual

The recommendation is fo keep the User Manual in the room where the appliance is to be installed.

. The appliance installer, must carefully inform the user about the use of the system;
. Any further tesfs that may be required before activating the completfe installation;
. Maintenance, and the need fo have the applionce and system checked at least once a year by an OFTEC Trained Engineer.

To ensure a periodic check, the manufacturer recommends entering info a Maintenance Contfract with your OFTEC Trained Engineer

2.3 Guarantee and responsibility

Thank you for purchasing the EOGB Energy Products Ltd fully modulating liquid fuel Sapphire condensing appliance.

EOGB Energy products Ltd guarantees the manufacture of the boiler including all electrical and mechanical components for a period of
24 months from the date of installafion, provided that the boiler has been installed in full accordance with the installation and servicing
instructions issued. This will be extended to a total period of 5 years for non-serviceable parts and 25 years for the heat exchanger if the
applionce is registered with EOGB Energy Products Ltd within 30 days of installafion and it is serviced at 12 month intervals.

Registering the product with EOGB Energy Products Ltd
Please register your fully modulatfing liquid fuel Sapphire condensing appliance with EOGB Energy Products Ltd within 30 days of installo-

flon. To do so: Scan the below @R code

If the appliance should fail within the guarantee period, the OFTEC Trained Installer who installed/commissioned the appliance will ar-
range for the repair under the ferms of the guarantee, providing that the appliance has been correctly installed, cormmissioned and ser-
viced (within 24 months of dafe of sale if unregistered or & years from installation date if registered) by a OFTEC Trained Engineer and the
fault is nof due fo fampering, running out of liquid fuel, liquid fuel contamination, debris, systfem water contamination, misuse, frapped air
or the failure of any external components not supplied by EOGB Energy Products Ltd, e.g. fire valve, motorised valve, etc.

In the first instance
Contact the OFTEC Trained Installer who installed and commissioned the appliance fo ensure that the fault does noft lie with the system
components or any incorrect setting of the sysfem controls that falls outside of the manufacturer's guarantee otherwise a service charge

could result. EOGB Energy Products Ltd will not be liable for any charges arising from this process.

If a fault covered by the manufacturer’s guarantee is found
Ask your OFTEC Trained Engineer to contact EOGB Energy Products Lid Technical Department on +44 (0)1480 477066 who will arrange for

a competent service engineer 1o rectify the fault.

Remember - before you contact EOGB Energy Products Ltd

* Ensure the appliance has been installed, commissioned and serviced by a OFTEC Trained Engineer and in accordance with the installo-
flon and servicing instructions.

* Ensure there is liquid fuel fo supply the burner.

* Ensure the problem is not being caused by the heating system or its controls. Consult the appliance handibook for guidance.
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CAUTION

CAUTION

Information and General Warnings

Free of charge repairs

During the guarantee period no charge for parts or labour will be made, provided that the appliance has been installed and
commissioned correctly in accordance with the manufacturer’s installation and servicing instructions, it was registered with EOGB Energy
Products Lid within 30 days of insfallation and for appliances over 12 months old, full defails and reportfs of annual service is available on
request.

The following docurments must be made available to EOGB Energy Products Lid on request:

* Proof of purchase

* CD10 Installation Completion Form (or equivalent document) (A Copy of this should have been provided by the Installer)

* CD11 Commissioning Report Form (or equivalent document) (A Copy of this should have lbeen provided by the Installer)

* Service documents (CD11 or equivalent document) (A Copy of this should have been provided by the Installer)

Chargeable repairs

A charge may be made (if necessary following testing of parts) if the breakdown is due fo any fault(s) caused by the plumbing

or heating system, e.g. confamination of parfs due o systern confamination, sludge, scale, debris or frapped air. Refer To "Extent of manu-
facturer's guarantee’.

Extent of manufacturer’s guarantee

Full ferms and conditions and warranty can be found by visiting www.sapphireheatsolutions.co.uk

The manufacturer's guarantee does NOT cover the following:

¢ |[f the appliance has not been installed, commissioned, by a OFTEC Trained Installer in accordance with the installation and servicing
instructions.

* Instances where the serial number has been removed or made illegible.

* Fault(s) due to accidental damage, tampering, unauthorised adjustment, neglect, misuse or operating the application confrary to the
manufacturer's installation and servicing insfructions.

* Domage due to external causes such as bad weather conditions (flood, storms, lightning, frost, snow, ice), fire, explosions, accident or
Thef,

* Fault(s) due to incorrectly sized expansion vessel(s), incorrect vessel charge pressure or inadeguate expansion on the system.

* Fault(s) caused by external electrics and external components not supplied by EOGB Energy Products Ltd

* Problems caused by lack of liquid fuel or faults with the fuel storage and supply system.

* Fault(s) due to confamination of the liquid fuel storage and supply system, e.g. water or deboris.

* Bleeding or removing liquid fuel storage fank contamination or blockages from liquid fuel lines.

* Problems due fo the flue system being incorrectly fiffed or not installed fo meet installation requirernents.

* Application servicing, de-scaling or flushing.

* Cleaning ouf condensate fraps/discharge pipes or thawing out frozen condensate pipework.

* Checking and replenishing sysfem pressure.

* Liquid fuel supply pipelines, electrical cables and plugs, external contfrols not supplied by EOGB Energy Products Lid.

* Heating systermn components, such as radiators, pipes, fiffings, pumps and valves Not supplied by EOGB Energy Products Ltd.

* Instances where the appliance has been un-installed and reinstalled in another location.

* Use of spare parfs not authorised by EOGB Energy Products [fd

* Consumable itfems including, buf not limited to, liquid fuel nozzles, liquid fuel hoses, gaskefs and seals.

IMPORTANT
The nozzles supplied with the burner are not covered by any warranty. Nozzles must be changed on the first service and on every
annual service thereafter.

IMPORTANT

A suitable liquid fuel filfer with a minimum 15um filfration must be installed in the liquid fuel supply line.

Do not wait until the fuel supply runs out before you re-order. Sludge in the boffom of the fank may be drawn into the fuel lines.

[t is recommended that the appliance is switched off when the new liquid fuel supply is delivered and that the fuel is allowed fo settle for
an hour before restarting the appliance.

Terms of manufacturer’s guarantee

* The Company shall mean EOGB Energy Products Itd.

* The appliance must be installed by a OFTEC Trained Installer and in full accordance with the relevant Codes of Practice, Regulations and
Legislation in force af the time of installatfion.

* The applionce is guaranteed for & years on non-serviceable parfs and 25 years on the heat exchanger from the date of installation,
providing that every 12 months the annual service has been complefed and the appliance registered with the Company within 30
days of installafion. Any work undertaken must be authorised by the Company and carried out by a OFTEC Trained Installer

* This guarantee will be invalid if the appliance does not have an annual (every 12 months) service and will then be limited

fo 12 months from the date of installation.

The shell (heat exchanger) of the applionce is covered by a 25 year parfs and labour guarantee from the date of installation. This is
subject to the following:

* The appliance is operated correctly, in accordance with the Installation and servicing instructions.

*EOGB Energy products Ltd stafes that a in-line magnetic filfer MUST be fiffed in the heating system pipework. This should be installed and
regularly serviced in accordance with the filter manufacturer’s instructions. We reserve the right to ask for proof of installation - failure to
provide this may resulf in the guarantee becoming invalid.

* Proof is provided that the systern has lbeen flushed or chemically cleaned where appropriate (refer o BS 7593) and that the

required quantity of a suitable corrosion inhibifor added.

* Proof of annual servicing (including the checking of any expansion vessels and pressure relief valves) must be provided if and

when requested by the Company.
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Information and General Warnings

24 Liquid fuel information and general instructions

To ensure consistency, the supplier of the fuel must be able To demonstrate that the fuel supplied is in conformity with the liquid fuel stfand-
ard stafed in this manual and compliance with a recognised Quality Confrol and management sysfem to ensure high sfandards are
mainfained within the sforage,and delivery processes.

The installation of a liquid fuel storage fank and its ancillaries must also adhere to BS2869:2023.

25 Product disclaimer statement

CAREFULLY READ THE FOLLOWING DISCLAIMER. YOU ACCEPT AND AGREE TO BE BOUND BY THIS DISCLAIMER BY PURCHASING EOGB Energy
Products Ltd BOILERS/BURNERS AND/OR COMPONENTS.

Although the information and recommendations (hereinafter “Information”) in this guidance is presented in good faith, believed o be
correct and has been carefully checked, EOGB Energy Products Lid (and ifs subsidiaries) makes no representations or warranties as to
The completeness or accuracy of the Information. Information is supplied upon the condition that the persons receiving will make their
own defermination as fo ifs suitability for their purposes prior to use. In no event will EOGB Energy Products Ltd (and ifs subsidiaries) be
responsible for domages of any nafure whatsoever resulfing from the use of or reliance upon Information.

Other than set forth herein, EOGB Energy Products Lfd (and its subsidiaries) makes no additional warranties with respect fo the boiler,
either express or implied, including that of merchantability or fimess for a particular purpose or use.

In no event shall EOGB Energy Products Lfd (and ifs subsidiaries) be liable for any indirect, incidental, special or consequential damages
including, without limitatfion, loss of profits, damages for loss of business profits, business inferruption, loss of business information, loss of
equiprment, or ofher pecuniary loss or compensartion for services whether or not it is advised of the possibility of such damages.

With the exception of injuries to persons, EOGB Energy Products Ltd liability is limited to the customer’s right to refurn defective/non-con-
forming products as provided by the relevant product warranty.
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Safety and Prevention

3.0 Health and safety introduction

The boiler has been designed and builf in compliance with current regulations and directives, applying the known fechnical rules of safe-
fy and envisaging potential danger situations. It is necessary, however, fo bear in mind that the improper use of the equipment may lead
fo situations which could result in risk of the user or third parties, as well as fo the health, safety and sound operation of the boiler or ofher
iferns. Inatfention, thoughtlessness and excessive confidence offen cause accidents

Please remember the following:

o The boiler must only ever be used as expressly described. Any other use should be considered improper and therefore
dangerous
In particular:

It can be applied to boilers expressly named by the manufacturer, the type and pressure of the fuel, the volfage and frequency
of the electrical power supply, the minimum and maximum ratfings for which the burner has been regulated, the pressurisation
of the combustion chamber, the dimensions of the combustion chamioer and the room femperature must all be within the
values indicated in the Installation manual

. Modification of the boiler fo alter its performance and destinations is not permitted under any circumstances.

. The boiler must be used in fechnically safe working conditions. Any disturbances that could compromise safety must be
quickly eliminated

. Opening or fampering with the boiler components is not permitted, apart from the parts requiring maintenance undertaken by
an OFTEC Trained Engineer.

. Only those parts detailed as available as spare parts by the manufacturer can be reploced

. Only liguid fuel as specified specifically for this make and model of appliance can e utilised

3.1 Health and safety information

The installer should be aware of their responsibilities under the current, local Health and Safety af Work Act. The inferest of safety is best
served if the boiler is installed by a competent, qualified engineer, OFTEC trained and registered. If not, a Building Nofice is required in
England & Wales. Ofher parts of the British Isles, including the Channel Islands, also require notification to building control.

Adhesives, sealanfs and paints used in the manufacture of the product are cured and present no known hazards when used in the
manner for which they are infended the following other materials are present in the product:

INSULATION MATERIALS

Material Types: PVC Foil & PU Soff Foam & Grophite Rope Seals
Description: Gaskets, ropes and insulation jacket.
Known Hazards: May cause temporary irritation or rash to skin. High dust levels may irritate eyes and upper respirafory systerm.
Precautions: Avoid unnecessary or rough handling, or harsh abrasion of boards. Normal handling and use of material should not pro-
duce high dust levels. Avoid inhalation, and contact with skin and eyes. After handling always follow normal good hygiene practices.
Protection: Use disposable glove , face mask and eye protection.
First Aid: Eyes - If irritation occurs, wash eyes with copious amounts of water. If symptoms persist, seek immediate medical advice.
Skin-If irrifation occurs, wash under running water before washing with soap and water,
INnhalation - Remove fo fresh air, drink water to clear throat and blow nose to remove dust/filores.
Ingestion - Drink plenty of water.

SEALANT AND ADHESIVE

Material Types: FKM & EPDM.
Description: Sealant and adhesive.
Known Hazards: Irritafion to eyes.
Precautions: Avoid inhalation of vapour, confact with eyes and prolonged or repeated contact with skin. After handling always follow
normal good hygiene practices.
Protection: Use eye protfection. Rubber or plastic gloves should be worn where repeated contact occurs and a face mask worn when
working in confined spaces.
First Aid: Eyes - Flush eyes with water for 15 minutes. Seek immediate medical attention.
Skin - Wipe off and wash with soap and water.
Inhalation - Remove fo fresh air.

LIQUID FUELS

Please refer to the Material Safety Data Sheet (MSDS) of the liquid fuel being used. This can be obtained from the liquid fuel suppliers/
delivery company.

For further information on all materials used on the Sapphire Boiler, please see the Material Safety Data Sheets (MSDS) section on our
website www.sapphireheatsolutions.co.uk
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WARNING

WARNING

CAUTION

Boiler Intfroduction

4.1 How a Condensing Appliance Works

During the combustion process, hydrogen and oxygen combine to produce heat and water vapour. The water vapour produced is in the
form of superheated stfeam in the heat exchanger. This superneated stfeam contfains sensible heat (available heat) and latent heat (heat
locked up in the flue gas). A conventional boiler cannot recover any of the latent heat and this energy is lost to the atmosphere through
the flue. The EOGB Sapphire condensing boiler is designed to recover the lafent heat normally lost by a conventional boiler. It does this by
cooling the flue gases fo below 90°C, thus exiracting more sensible heat and some of the lafent heat. This is achieved by cooling the flue
gases fo their dew point (approximately 55°C).

To ensure maximum efficiency, the boiler refurn temperature should be 55°C or less, this will enable the latent heat fo be condensed ouf
of the flue gases.

To achieve moximum performance from the EOGB Sapphire boiler, it is recommended that the heatfing sysfem is designed so that a fem-

perature differential of 20°C between the flow and return is maintained. The use of modulating circulating pumps (now widely available)
and effective control systerns are essential for optimum fuel efiiciency savings and the limitafion of unnecessary emissions fo atmosphere.

4.2 Boiler Description

The EOGB Sopphire Modulating liquid fuel boiler has been designed for use with a fully pumped central heatfing system with indirect
domestic hot water cylinder.

They are not suitable for use with either a direct cylinder or a ‘primatic’ cylinder or gravity hot water.
The bailers are suitable for use on open vented or sealed centfral heating systems.

The EOGB Sapphire boilers are supplied with the control panel and burner factory fitted.

4.3 Flue Options

EOGB advises that EOGB approved balanced flues are to be used with the EOGB Sapphire boiler.

Please see separate supplied flue option manual for more information on flues

4.4 Appliance Components

All appliances are pre-set for use with the infended specified fuel and are supplied to accept a 2 pipe fuel supply system as standard Via
a de-aerafor device (nof supplied). Please notfe that the applionce is supplied with a 1 pipe loop system option in which a 1 pipe feed
can be used but EOGB strongly recommends that this opfion is only fo be used on Gravity feed installations and only where a de-aerator
device is not possible fo be fitted.

The appliance is fitted with a primary & secondary manual resef overheat thermostat (which allows it fo be used on a sealed central
heating sysfern) which will autornatically switch off the appliance if it exceeds a pre-set femperature of 95°C + 3°C for the primary over-
heat thermostat & 110°C + 3°C for the secondary overheat thermostat

The appliance control panel is fitted with an ON/OFF switch and LCD display. The femperatfure of the water leaving the applionce fo heat
the radiafors and hot water cylinder is automatically contfrolled and will require to be pre-set to safisfy the system requirements by an
approved Sapphire Service Engineer.

4.5 Frost Protection

The Sapphire boiler has frost profection built info it's firmware in 3 different states -

No Frost - Heat exchanger water femp above 11+°C - Boiler will act dependant on heat load required.
Pre-Frost - Water tfemp between 1 fo 10°C — Circulation Pump will start to move the water around the system.
Frost - Water temp 0°C and below - Boiler will fire until water femp is above 10°C.

Please note that MOST smart Opentherm controls have frost protection, this will be operated before the Sapphires frost
protection would be needed.
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4.6

Boiler / Burner Descriptions

Boiler Intfroduction

SP-MAN-INSTALL-03

Optional 1

I - Modulating Fuel Pump

2 - Burner Plug

3 - Burner Plug

4 -TouchScreen Inferface
5-0n/0Off Switch

6 - Modulating Sapphire Burner
/ - Heat Exchanger

8 - PCB Board Housing

@ - Drain Cock

10 - Return Connection (3/4" BSP)
I'l1 - Condensate Trap

12 - Switch Live Controls Relay

13 - Air Damper Adapfor

14 - Flue Manifold

15 - Flow Connection (2 x 3/4")
16 - Temperature Thermowell

|7 - Air Vent Port (1/8")

18 - Primary Overheat Thermostat

Fig. 5

|9 - Secondary Overheat
hermostat

20 - EOGB Sapphire Wiring Case

21 - EBI Transformer

22 - Air Pressure Switch

23 - Nozzle Assembly

24 - KLC Flame Scanner (24v)

25 - Inverter Driven Fan Mofor

26 - Electrodes

27 - Burner fo Boiler Flange Plate

28 - Blast Tube

29 - Burner fo Boiler Gasket

30 - Afomising Nozzle

31 - Sight Glass

32 - Danfoss BFPM6T Pump

33 - Solenoid Coi

34 - Pressure Transducer

35 - Pump Moftor

Opftional 1 - Condensate Pump
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Boiler Intfroduction

4.7 Checking the characteristics of the boiler

Fig. 6
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5.1

Technical Data

Technical Boiler information

EOGB

Sapphire
6 - 32kW

Water Content Litre 26
* Weight (Dry) Heat Exchanger Kg 46
* Weight (Dry) Overall Kg 88
Max. Heat output (Kerosene) kW 32
Min. Heat output (Kerosene) kW 6
Flow Connection mm 22
Return Connection mm 22
Condensate connection mm 22
Flue diameter mm 81
Maximum static head m 7.2
Minimum circulating head m 0.5
Boiler thermostat range °C Variable
Primary Limit Thermostat (safety shut off femp) °C 95 +/-3 °C
Secondary Limit Thermostat (safety shut off temp) °C 110 +/-3 °C
Maximum hearth tfemperature °C 100
Electrical supply Volts 1ph-230-50Hz
Total Consumption kWh 0.66
Oil connection 2x1/4"BSPF
Max operating pressure - sealed system bar 3
Burner Settings
Output (kW) Nozzle Cone Size Blast tube base slot size
23 0.40 x 80 EH or ES T6mm Tmm slot
28 0.50 x 80 EH or ES 19mm 3mm slot
32 0.55 x 80 EH or ES 19mm 3mm slot

* Weight includes burner but excludes flue.

5.2

Technical Boiler information (Sealed System)

Table 1

Heating system pressure (cold)

Calculated depending on system size Refer to the

“"Domestic Heating Design Guide”

Operating pressure of pressure relief valve

3 bar

Expansion vessel size

Calculated depending on system size Refer to the

“Domestic Heating Design Guide”

SP-MAN-INSTALL-03
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Technical Data

5.3 Boiler Dimensions
: 0
N
~
107.3
TABS TO BREAK OFF IF
KNOCKOUTS FOR KNOCKOUTS FOR
CABLE GLANDS FLUE ADAPTOR IS FITTED CABLE GLANDS
L | 1
. pa— % g
L) o
g ol .
] ™M 0| o8 [spIeN
O ] K) NN R ~
83
=) 2
2 ” 10 0f
<t | 0
\-2 we i _ g\)
110.6 48.6,
425 2564 57.6
452.8 212.6
497.8

Fig.7

ALL DIMENSIONS IN THE DIAGRAMS ABOVE ARE IN MILLIMETRES
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Boiler Installation

6.1 Regulations Compliance

The Installation of an EOGB Sapphire boiler must be in accordance with the following recommendations:

. Regional Building Regulations such as the Building Regulations for England and Wales, the Building Sfandards for Scotfland efc.
and any local Byeaws which you must check with the local authority for the area.

. Model and local Water Undertaking Bye-laws.

. Regional Confrol of Pollufion Regulations.

Further information may be obfained from BS 5410:2019 Part 1 for Domestic or BS 5410:2018 Part 2 for non-domestic appliances

The installation should also be in accordance with the latest edition of the following British Sfandard Codes of Practice.

. BS EN 12828:2012+A:2014 Forced circulafion hot water systerns.
. BS 7593:2019 Code of Practice for freafment of water in heatfing systems.
. BS 7671:2018+A3:2024 Requirements for electrical installations, IET Wiring Regulations.

Failure to install and commission appliances correctly can invalidate the warranty.

WARNING

Before starfing any work on the boiler, or fuel supply please read the health and safety information given in section 3.0.

6.2 Boiler Location

The appliance is not permiffed 1o be installed externally, or in mobile unifs, caravans or frailers.

Before fitting the appliance, ensure it will be located on a firm and level surface. If required, the appliance level can be adjusted using
adjustment legs located at the front of the appliance.
No special hearth is required as the appliance has its own infegral impervious steel base fray and air gap.

Also ensure that there will be enough clearance around the sides and rear of the boiler fo allow for the boiler fo be manoeuvred info
posifion and to provide addifional ventilation, EOGB Advise a minimum of a 10mm gap around the sides and rear of the boiler. (Note,
depending on which flue exif options is used, some additional clearances may be required. (Please see separate "EOGB Sapphire
Boiler Flue instructions” for minimum gap clearances).

As the boiler is serviced from the front & top, access is required from the front and top of the appliance.

CAUTION

Sound levels must also be considered, please consider the following To ensure the appliance does nof emit unwanted Noise levels.

1. Avoid locating the appliance on tiled surfaces where possible, tiles will amplify noise, particularly if the wall construction
is hollow.

2. If a flue section passes through a bedroom, it is capable of fransmiffing Noise.

3. Low level flue tferminals can produce exhaust noise externally, this should be considered when siffing near an adjacent
property.

6.3 Flue location

Once a suitable appliance location has been determined, consideration fo the applionce flue exit must be considered and checked.
The EOGB Sapphire boliler offers side, rear and top exit options however please refer fo the "EOGB SAPPHIRE FLUE INSTRUCTIONS”
provided in each flue kit,

For further info on flue optfions Minimum clearances/dimensions, please refer to BS5410 Part 1(Domestic) / Part 2 (Non Domestic)

Please ensure that the flue location is in accordance with British Standards and Building regulation

CAUTION

6.4 Ventilation

A sufficient permanent air supply fo the appliance should e provided if the boiler is installed in any confined space fo prevent overheat-
ing of the appliance and any equipment in and near the appliance

Further defails may be obtained from BS 5410:2019 Part 1 for Dormestic or BS 5410:2018 Part 2 for non-domestic
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Boiler Installation

6.5 Air Intake Adaptor Position, and Boiler Panel Access Knock-outs

The EOGB Sapphire air intake adaptor is supplied in the accessory box However fo utilise the rear option, the exit flue knock-out in the
rear panel would have fo be removed, For this, please follow steps 1,2,3, & 9. If, however, a side exit is required (See Fig 9). then the air
adaptor would also have 1o be repositioned. Please follow steps 1-11

1. Remove top access panel.
2. Loosen the rear/side panel securing bolis (see fig 8)
3. Remove the rear panel
4. Loosen the 4 x air intake adaptor securing bolfs and remove the infake and gasket. (see fig 9)
5. Remove the chosen exit flue manifold sealing plate by removing the 4 x bolts, plafe and gasket (see fig 11)
6. Re-fit the flue manifold sealing plate and gasket fo the rear manifold exit.
7. Reroute the air infake ducting (as shown in FIG @ for each exit option)
8. Then fit the air infake adaptor using the same 4 x securing bolts and gasket. (Ensure that the flue securing clamps have been
fitted for the correct orientation (see Fig 9)
9. Then depending on the flue exits type required, the appropriate knock-outs can e removed. At the same time, access knock
outs for the Flow, Return, Condensate and Fuel Supply lines can also be knocked out.(see Fig 10)
10. Refit the side, rear and fop casing panels
11 Fif the balanced flue as per flue insfructions
1 i
T
- T
T T
-
hJ
Fig.9
\
!
\
\
|
\
\
. @
\
\
\
Fig.10 Fig.11
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WARNING

Boiler Installation

6.6 Balanced Flue

Under no circumstances should EOGB Sapphire boilers be connected to existing flue or chimney systems. Only EOGB
balanced flue systems and components should be used. Failure to install the correct type of flue system will invalidate the
warranty.

EOGB Sapphire boilers have high operatfing efficiencies and low flue gas femperatures. Refer fo the local applicable Building Regulo-
fions, BS 5410:2019 Part 1 for Domestic or BS 5410:2018 Part 2 for non-domestic for guidance on flue fermination locations for safety and
for the avoidance of plume nuisance

The EOGB Sopphire boiler balanced flue provides optfions as shown in Fig 12
Once the air infake adoptor has been fitted (see section “Air Intake Adaptor Position, and Appliance Panel Access Knock-outs™)
Push the balanced flue section info the flue connection adapter, please ensure that the rubber flue seals are fitted and lubricated.

(Refer to EOGB Sapphire Boiler Flues Instructions for more info).

Please notfe that on top exit flue options, the Boiler Flue Adaptor section that is provided within the flue kit of fop exif flue options only must
be fitfed. For further information on EOGB Balanced flue options, please see separate "EFOGB Sapphire Flue Instructions”

Air Intake Adaptor

P

Fig.12
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Boiler Installation

6.7 Terminal Location Guidance

00% =z !u
—

H H'T
e

H = .

H, J

FIG 13a
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Boiler Installation
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Pipe Connections

7.1 Installing the Water Connections

The flow and refurn pipework can be routed fo either side of the boiler or the rear, depending on the site requirements and direction of

the flue system used. (See FIG 14/15)
TABS TO BREAK OFF IF

KNOCKOUTS FOR KNOCKOUTS FOR
CABLE GLANDS FLUE ADAPTOR IS FITTED CABLE GLANDS
L I
7 P 5" :
() i
©
KJ | \J fo|
o~
G e et ol 3
| o% | o8
U O~ ~ W~
. ~

F
S
329.55

164.5

e | I Ui

1106 48.4,

Fig.14 25634 574 Fig.15

452.8 212.6
497.8

Flow Connections Return Connections

The Flow connection can connect fo either side of the boilers The Return connection will connect via a 3/4" BSP connection
flow connection pipe via a 3/4" BSP connection (See Fig 18) fitting (Fitting supplied) and can be roufed out the sides or the rear

of the casing. (See Fig 20)
(Please ensure that the unused Flow connection is sealed using

camon  the 3/4” BSP end cap that is supplied with the appliance) The EOGB Sapphire boiler allows pipework to exit the appliance
(See Fig 19) via pre-cut knock-outs which are located in the rear and both side
panels. Push out the “knock-out’ from the required holes, taking
Heating Flow (right side) care not fo distort the side panel. (See Fig 10)

Heating Flow (left side)

Secondary Overheat Heating Return

Thermostat

Drain Cock

Primary Overheat
Thermostat

Fig. 18

Temperature Thermowell Bleed / Venting Screw

Condensate Trap Condensate Pump

Opti 1 .
(Optional) Fig. 20
FLOW / RETURN Pipework Materials

IMPORTANT - The first metre of pipework connected to both the
heating flow and return connections of the boiler must be made
in copper on all types of system - sealed or open-vented. e
If plastic pipe is 1o be used, affer the primary copper pipework,

then the insfaller must check with the plasfic pipe manufacturer

That the pipe 1o be used is suitable for The femperature and pres-

sures concerned.

Plastic pipe must be Class S fo BS 7291: Part 1:2001.
Fig. 19

Drain Cock
(Please ensure that the unused Flow Port is sealed using the 3/4”

BSP end cap and PTFE tape and joinfing compound suitable for A drain cock is pre-fitted fo the boller. (See Fig 20)
Heating Systems) ‘

CAUTION
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WARNING

CAUTION

Condensate Disposal

8.1 Condensate Trap

EOGB Sapphire boilers are supplied with a condensate trap fo provide the required 75 mm water seal in the condensate

discharge pipe from the boiler, with the option of purchasing a condensate pump fo allow for more condensate run possibilities. When
condensing the EOGB Sapphire boiler produces condensate from the water vapour in the flue gases. This water is slightly acidic with

a ph, value of around 3. Provision must be made for safe and effective disposal of this condensate. The EOGB Sapphire boiler is NOT
provided with a condensate pump as sfandard, however if you purchase the condensate pump, please see images (Fig 26 - 30) for
examples on how to routfe the condensate discharge but for further information please see the Installers Guide: Condensate discharge
pipe installation as published by the HHIC

Condensate can be disposed of using one of the following mefhods of connection:

. Infernal connection (preferred opfion):
. Info an infernal domestic waste system (from kitchen sink, efc.)
. Directly info the soil stack

External connection:

. INnto an external soil stack

. Into an external drain or gulley

. Info a rainwater hopper where permissitle (that is part of a combined systermn where sewer carries both rainwater and foul
water)

. Purpose made soak-away - Only use a soak-away where the soil is porous and drains easily. Do not use in clay soils or where

the soil is poorly drained.
Any damage due to condensate backing up into the boiler caused by a high water table, in the case of a soak-away, or
flooded drains when the condensate disposal is via a gulley or soil stack, is not covered by the EOGB product warranty.
IMPORTANT: Copper or steel pipe is NOT suitable, and MUST NOT be used.

Please see below imoage (Fig. 21a) for examples on how fo route discharge the condensate lout for further information please see the
Installers Guide: Condensate discharge pipe installation as published by the HHIC.

Fig. 21a
8.2 Boiler Plinth
The Sapphire boiler plinth is available for Internal Sapphires as an optfional
extra, This plinth will allow the height of the boiler fo be raised an extra 125mm
fo help aid any gravity condensate run installations.
Please contact EOGB for more information.
Fig. 21b
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Condensate Disposal

8.3 Examples of Condensate route options when NOT using a condensate pump
INTERNAL CONDENSATE DRAIN| | [ ] - H
(22MM RIGID MIN) = L] L
L SAPPHIRE
SAPPHIRE ullm BOILER
BEN BOILER L
— WASTE || ||
STACK
N H L] L CONDENSATE
LN TRAP
EXTERNAL CONDENSATE DRAIN | | |\ CONDENSATE CONDENSATE | | |
(22MM UPTO 32MM/INSULATED) [ TFf,AP DRAIN _‘:T>’t_—’:|ﬂ
A

GULLY \%ﬁ |
— =3 Fig. 23 @)

Fig. 22 =
BN SAPPHIRE
nln BOILER | INTERNAL CONDENSATE
HH DRAIN
EXTERNAL CONDENSATE DRAIN [ [] (22MM RIGID MIN)
(22MM UPTO 32MM/INSULATED) H
L] CONDENSATE TRAP
SEALED | |
LIME FREE DRAINING
STONE SOIL .
CHIPPINGS F|g_ 24
SOAK AWAY
8.4 Using a Condensate Pump

EOGB Sapphire boilers are supplied with a condensate frap to provide the required 75 mm water seal in the condensate
discharge pipe from the boiler, with the option of purchasing a condensate pump fo allow for more condensate run possibilities. This
condensate pump can lift the condensate that the boiler produces up to 5 meters in height.

Fitting the Condensate Pump - (See Fig 25)

Pump Kit Contents List:

1 x Condensate Pump

1 x3/4" to 10mm Hose adaptor (Fitted to frap)

1 x PTFE Trap Washer

40cm x 8mm ID Condensate Armoured Flexible hose connection hose (Between frap and pump)
2mx 8mm ID Condensate Armoured Flexible hose (Pump fo External Site connection)
2x10/12mm pipe clips

1 x 12/14mm pipe clip

Figs 26 - 30 offer some example of Condensate Pump Discharge Routes However, please see HHIE - Condensate discharge pipe
installation for more guidance or BS 5410:2019 Part 1 (Domestic) or BS 5410:2018 Part 2 (Non-domestic) for guidance.

Drain-cock

400mm Grey Push
On Plastic Trap to
Pump Pipe (In Kit)

Condensate Trap

Condensate Pump
(Optional)

Condensate Pump
Inlet Adaptor (In Kit)

Fig. 25
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Condensate Disposa

8.5 Examples of Condensate route options with the use of a condensate pum

10MM ARMOURED DISCHARGE PIPE

WASTE
STACK

AIR GAP

CONDENSATE
DRAIN — | | |

K

(With optional 10-22mm adaptor)

SAPPHIRE
BOILER

EXTERNAL CONDENSATE DRAIN

CON%\";SATE (22MM UPTO 32MM/INSULATED)

10MM ARMOURED
DISCHARGE PIPE

SAPPHIRE | | WASTE
BOILER PIP
CONDENSATE
TRAP
gj,:‘lﬁq_k‘/\

GULLY\J%
. —

| =

£
Q CONDENSATE PUMP

l |

\ !

Fig. 26
AR GAP -
WASTE
HH STACK
1OMM UPTO 22MM H H | o
N BOILER 10MM ARMOURED |
L H DISCHARGE PIPE K
N L GROUND LEVEL u
EXTERNAL CONDENSATE DRAIN | \|| CONDENSATE PUMP -
(22MM UPTO 32MM/INSULATED) | | |
CONDENSATE TRAP =
[
SEALED f O : -
, | | CONDENSATE PUMP INFO
LVE : LIFT 5M —
FREE DRAINING HEAD 8M ||
STONE SolIL FLOW RATE 7.2L/MIN
CHIPPINGS |
SOAK AWAY Fig. 27

INTERNAL CONDENSATE DRAIN| |

(22MM RIGID MIN)

EXTERNAL CONDENSATE DRAIN | |
(22MM UPTO 32MM/INSULATED) ||

hﬁ'f*

CONDENSATE PUMP
Fig. 29

EXTERMNAL CONDENSATE DRAIM
(22MM UPTO 32MM/INSULATED)

ARMOURED 10MM DISCHARGE FIPE
(SLEEWED WITHIN 22Zmm RIGID)

//

SAPPHIRE
BOILER

CONDENSATE
TRAP

—

I ]

| |

[ |1T0MM ARMOURED DISCHARGE PIPE
(With optional 10-22mm adaptor)

SAPPHIRE
BOILER

CONDENSATE
TRAP

L=

AIR GAP\QF
GULLY
s,

=
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CONDENSATE PUMP
Fig. 28

19

T
COMNDEMSATE PUMP

Fig. 30
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WARNING

WARNING

CAUTION

Fuel Supply and Storage

9.1 Fuel Pump

The EOGB Sapphire bailer is fitted with the Danfoss BFPM 61 purmp. This pump is pre-set for a two-pipe operation and must not be
converted to a 1 pipe operation under any circumstances. 2 pipe operation can only be achieved by following the advice given
in section 9.2

Failure to adhere to this requirement will invalidate the boilers warranty

- SOLENOID COIL (NC)

- FILTER

- PRESSURE GAUGE PORT G1/8
PRESSURE TRANSDUCER

- SUCTION INLET G1/4

- RETURN OUTLET G1/4

- VACUUM GAUGE PORT G1/4
- NOZZLE LINE PORT

Z<TLPYTIO
.

Fig. 31

9.2 Connecting the fuel supply (2 pipe fuel supply system)

EOGB Energy Products Lid highly recommends that a deaerator be used on all installations to prevent air build up in the oil line
and too reduce any risks of lockouts

When connecting a fuel line supply please use the fiexible fuel lines pre-fitted and should be made in accordance with BS5410: Part 1
(Domestic).

To connect the two-pipe systern a Deaerator is required. (Decerator not supplied with the oiler) The flexible fuel hoses are pre-fitfed to
the appliance on the burner fuel purnp (SEE FIG 33)

Please refer to manufacturer’s instructions and OFTEC Technical manual for more guidance on the installation of a two-pipe system

The fuel supply lines can be routed through the boiler casing via one of the side or rear knock out sections. (SEE FIG 32)

Fuel Pump

Fig. 32 Fig. 33

Fuel Return (Outlet) Fuel Flow (Inlet)
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Fuel Supply and Storage

9.3 Pump warranty

For pumps used outside the stated technical dota and used with oil containing abrasive particles Danfoss / EOGB cannot give any
warranty.

Note! The solenocid valve must be replaced affer 250,000 operations or 10 years (approved life expectancy)

9.4 Fuel Storage

Liquid Fuel storage tanks should be installed to BS5410 Part 1 for Domestic Boilers or Part 2 for Non-domestic Boilers
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WARNING

Fuel Supply and Storage

9.5 Fuel Supply Pipe Sizing

Selection of the correct pipe diameter will depend on the position of the oil storage tank relative fo the burner and the length of pipe run.
The ail supply pipe should be laid as level as possible to avoid air pockets and unnecessary friction losses. Ancillary equipment such as fil-
fers, valves, non refurn valves and remote acting fire valves as well as the supply line ifself should be between the storage tank and burner
in accordance with BS5410 Part 1 for Domestic Appliances or Part 2 for Non-domestic Appliances.

For pipe sizing please refer to (Table 3 & 4 Below)

Table 3 is o general guide to defermine fhe moximum allowable pipe run on o Gravity Feed System using a De-Aerator

Table 4 is o general guide to defermine the moximum allowable pipe run on a Sub-Gravity Feed System using a De-Aerator

Table. 3 - Gravity Feed 1 Pipe with a De-Aerator (Kcrosene)

_ Maximum Allowable Pipe Run From Tank To Burner (metres)
Fuel Flow-rate 2.5 (kg/h) (30kW)

e (meTreS)

+4.0* 100 100 100
+3.5% 100 100 100 .

+3.0° 100 100" 100°* L**

+2.5¢ 100" 100" 100" \ R
+2.0° 100 100 100

+1.5° 100 100 100

+1.0° 100 100 100

+0.5* 100 100 100

Fig. 35

Table. 4 - Sub-Gravity 1 Pipe Suction Lift with a De-Aerator (Kerosene)

_ Maximum Allowable Pipe Run From Tank To De-Aerator (metres) L**

0* 100** 100** 100**
-0.5* 100** 100** 100**
-1.0* 100** 100** 100**
-1.5* Q6** 100** 100**
-2.0* 79** 100** 100**
-2.5* 63** 100** 100**
-3.0* 47** 100** 100**
-3.5* 30** 74** 100**
-4.0* 14** 34** 70**
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WARNING

Fuel Supply and Storage

9.6 Fuel Line Testing

Upon completion of the fitting of the fuel supply lines, a pressure test MUST be done to confirm that there are no leaks. Please seek
guidance on the pressure test in OFTEC Technical manual.

IMPORTANT - The De-aerator MUST NOT be connected during pressure testing.
9.7 Fuel Filters

As per BS5410 Part 1 for Domestic Appliances or Part 2 for Non-domestic appliances. You are advised fo use additional filters on the fuel
supply line. It is recommended that a good quality sfrainer type fuel filfer be fitted af the fank end (no greater than 50 microns) and a
secondary paper type filter (less than 15 Micron) fo be used fo profect the burner pump and nozzle from confamination.

9.8 Fire Valve

A remote sensing fire valve must be installed in the fuel supply line, and comply with BS5410 Part 1

It must e located outside, before the fuel line enters the building. The fire valve sensor must be located in the 13mm spring clip above the
burner. The fire valve will have a 90°C activation temperature.

9.9 Nozzle
EH and ES Fuel Nozzles can be used. For nozzle size, please see Table 1 on page 9
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WARNING

WARNING

Sealed Systems

10.1 Sealed System Installation

The EOGB Sapphire boller is suitable for use with sealed systems complying with the requirements of BS 8449-1 2021. The maximum fem-
perature of the centfral heating water is 75°C. The systern must also be provided with the following item (Not supplied with the boiler)

* Dicphragm expansion vessel complying with BS EN 4814:2017.
* Pressure gauge.

* A 3 Bar Pressure Relief Volve.

* Approved method for filling the system.

Ensure that the expansion vessel used is of sufficient size for the system volume. Refer to The Domestic Heating Design Guide for sizing the
required vessel.
The air pressure in the vessel must be checked annually.

The air charge pressure may be checked using a fyre pressure gauge on the expansion vessel Schrader valve. The vessel may be re-pres-

surised using a suitable supply of Nitrogen gas, When checking the air pressure the water in the heating system must be cold and the
system pressure reduced fo zero.

10.2 Heating System Design Considerations

To achieve the maximum efficiency possible from the EOGB Sapphire bailer, the new heating systems should be designed in accordance
with BS 5410 Part1 2019 & BS 7593 2019.

For additional guidance please refer to the Domestic Heating Design Guide published by CIBSE.

10.3 Before you fill the system

To avoid the danger of dirt and foreign matter entering the boliler the complete heating system MUST be thoroughly power flushed using
cleanser, re filled and freated with suitable corrosion inhibitor in accordance with BS 7893 2019.

For optimum performance affer installation, this boiler and its associated heatfing system must be flushed in accordance with the guide-
lines given in BS 7593:2019 "Treatment of water in domestic hot water centfral heating systems”.

10.4 Magnetic Filtration

EOGB requires that at the fime of installing this appliance to also install a effective magnetic filfer on the return pipework affer the last
radiafor on the heating system. This will maintain maximum operational efficiency and provide profection from damaging long-term
effects of "Magnetite” (Black Iron Sludge). It is essential that the filter is sized similar to the return pipework (i.e. 22mm (%"BSP))

In all circumstances, an effective magnetic filter must e installed in accordance to the manufacturer’s instruction

Failure to implement these guidelines will invalidate the warranty.
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CAUTION

10.5

Sealed Systems

Filling the Sealed System

An air bleed vent(s) is fitted fo the fop of the boiler. Check that the vent plug on the fop is screwed in fully, then unscrew it one complete

furn,

The procedure for filing the sealed sysfem is as follows:

Only ever fill or add water to the system when it is cold and the boiler is off. Do not overfill.

—

O @O N0 O N

10.6

Ensure that the flexible filling loop is connected and that the double check shut off valve connecting it o the water supply is
closed. A valve is open when the operatfing lever is in line with the valve and closed when it is at right angles fo it

Open the fill point valve.

Gradually open the double check valve from the water supply unfil water is heard o flow.

When the needle of the pressure gauge (not supplied with boiler) is between 0.5 and 1.0 bar, close the valve.

Vent each radiator in furn, starting with the lowest one in the system, to remove air.

Continue to fill the system until the pressure gauge indicates between 0.5 and 1.0 bar. Close the fill point valve.

Repeat steps 4 and & as required.

Check the Pressure Relief Valve (See Section 10.7)

Close the fill point and double check valves either side of the filling loop and disconnect the loop.

Venting the Circulating Water Pump (Not Supplied)

It is imporfant that the circulafing water pump is properly vented to avoid it running dry and damaging its bearings. Please refer to pump
manufacturer’s instfructions on how to vent the pump.

10.7

Pressure Relief Safety Valve (Not Supplied)

Now the pressure relief safety valve operatfion must be checked and set. The procedure is as follows:

1.

O o

Check the operation of the safety valve by turning the head anficlockwise until it clicks. The click is the safety valve head lifing off
its seat allowing water to escape from the system.

Check that the water is escaping from the system.

Continue to fill the system until the pressure gauge indicates between 0.5 and 1.0 bar.

Close the fill point valve and check the system for water soundness, rectifying where necessary.

Water may be released from the system by manually operating the safety valve until the system design pressure is obtained. The
sysfern design pressure (cold) should be between 0.5 bar and 1.0 bar. The pressure is equivalent fo the maoximum static head in
oar + 0.3 (1 bar = 10.2 metres of water), where the sfafic head is the vertical height from the centre of the expansion vessel to
the highest point of the system.

Now close the valves either side of the filling loop and disconnect the loop.
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DANGER
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WARNING

Electrical

The EOGB Sapphire boiler requires a 230/240 V ~ 50 Hz supply. It must be protected by a 3 Amp fuse.

11.1 General

The EOGB Sapphire boiler contains electrical switching equipment and must be earthed.

The supply must be fused at 3 Amp and there must only be one common isolatfor for the boiler and control systfem, providing complete
electrical isolation.

A fused double pole switch or a fused three pin plug and shuttered outlet socket should be used for the connection.

All the wiring and supplementary earth bonding external fo the boiler must be in accordance with the current LET Wiring Regulations.
As the boiler/burner uses OpenTherm controls, no additional room thermostat or timers are required.

In the event of an electrical fault affer installation of the boliler, the following electrical systern checks must be carried out:

Short circuit

Polarity

Earth confinuity
Resistance 1o earth

11.2 Connecting the Power Supply

[t is recommended that the boiler should be connected fo a switched mains power supply.

The procedure is:
1. Remove the boailer top cover, if it has not already been removed.

2. Route the supply 3 core cable through the access hole in the rear or side panel on where fo place the mains incoming supply
cable.

3. Connect the 3 core mains supply cable fo the EOGB Sapphire wiring centre that is located under the fop cover of the baoiler
casing.

4, Wire as per Fig 40

5 Ensure that all external wiring is adequately supported

Do not switch on the electricity supply at this stage. ..7
11.3  OpenTherm Controls "/‘ OpenTherm®

OpenTherm is the name given to a form of communication of information between modulating (condensing) central heating applionc-
es and room thermaostats. It sefs the rules as to how the applicnce and room thermaostat communicate with each ofher.

Modulating control is a method of control used by modern heating systerns in the UK. Insfead of swifching a boiler on and off af infervals,
modulating control allows the amount of heat provided by the boiler fo be controlled to match the varying demand signal.

EOGB have recognised the energy savings potential of modulating control and have designed the first modulating liquid fuel boiler of its
Type to work with OpenTherm controls.

How does OpenTherm work?

The standard way fo control a heatfing system is to switch the boiler on and off af infervals with On/Off controls. OpenTherm provides
more precise contfrol on the boiler through the control of the EOGB Sapphire modulating blue flame burner. It allows the amount of heat
provided by the burner to be controlled to match the varying demand signal. By reducing the flow femperature to a minimum as it leaves
the boiler, OpenTherm modulation helps the boliler efficiency by running at lower flow tfemperatures for longer periods; this ensures more
of the heat exchanger is af condensing temperatures.

The EOGB Sapphire boiler is compatible with any HOT WATER PRIORITY OpenTherm Controls. For any advice on control selection, please
contact EOGB Energy Products Ltd

11.4 OpenTherm Wiring

Please consult the Manufacturers OpenTherm instructions on where fo obtfain the OpenTherm signal that is fo be wired o the boiler.
Once obtfained, wire the signal info the EOGB Sapphire wiring centre on terminals @ and 10.

EXTERNAL CABLE MUST BE SCREENED.
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11.5

ElectricAl

Modulating Circulating Pump (Wiring)

On the EOGB Sapphire boiler, an external modulating circulation pump will need 1o be wired info the EOGB Sapphire wiring centre on
ferminals 4,5 and 6 (See Fig 40)

External Wiring Diagram
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Electrical

11.6 RCD Recommendation

Please refer fo BS 7671:2018+A3:2024 Requirements for Electrical Installations and the IET Wiring Regulations. for RCD recommen-
dation
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Product Fiche

12.0 Product Fiche

It has been concluded that:

- The full and part load efficiency test resulfs obtained are deemed to safisfy the requirements of the Boiler Efficiency Direc-
five (92/42/EEC).

- The appliance is deemed to satisfy the minimum efficiency requirements of the Commission Delegated Regulation (EU)

No Commission Regulation (EU) No 813/2013 of 2 August 2013 implementing Directive 2009/125/EC of the European Par-
liament and of the Council with regard to ecodesign requirements of space heaters and combination heaters.

. EOGB Sapphire
Symbols Unit 6 - 32 KW
Condensing boiler Yes
Low temperature boiler No
B1 boiler No
Combination heater No
Rated heat output P rated kW 32
Useful heat output
Useful heat output @ heat rated output kW P4 kW 32
Useful heat output @ 30% of heat rated output kW P kW 6
Auxiliary electricity consumption
At full load elmax kW 0.133
At part load elmin kW 0.027
In standby mode Pss kW 0.006
Useful efficiency
Useful efficiency @ heat rated output kW n4 % 92.51
Useful efficiency @ 30% of heat rated output kW nl % 97.51
Other Items
Standby heat loss Pstoy kW 0.049
Seasonal space heating energy efficiency ns % 92
ErP Energy efficiency class A
Sound power levels Lwa dB 56.1
Emissions of nitrogen oxides NOx mg/kWh 65
Annual energy consumption QHe GJ 72.71
Table 5
Completion

Please ensure that an insfallation report is completed in full. Leave the fop copy with the User. Refain the carbon copy.

ONCE THE INSTALLATION HAS BEEN COMPLETED, AN OFTEC TRAINED SERVICE AND COMMISSIONING ENGINEER MUST CARRY OUT
CAUTION THE COMMISSIONING - See “EOGB Service & Commissioning Manual”
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End of Life Information

13.0 End of Life Information

GENERAL
EOGB Energy Products Ltd liquid fuel appliances incorporate components manufactured from a variety of diferent materials. The majority
of these materials can be recycled.

Materials that cannot be recycled must be disposed of according fo local regulations using appropriate waste collection and/or dispos-
al services

DISASSEMBLY
There is liffle risk fo those involved in the disassembly of this product. Please refer fo and follow the Health and Safety Information given in
the User Manual provided with the appliance.

RECYCLING

Many of the materials used in EOGB Sapphire liquid fuel bollers can be recycled, these are listed below:
COMPONENT MATERIAL

Outer casing panels Mild steel (polyester powder coated)
Heat exchanger Stainless steel

Pipework Copper

Burner body/flange Aluminium alloy

Burner oil pump Aluminium alloy/steel

Electrical wiring Copper/plastic

Thermostarts Copper/plastic

Printed Circuit boards Copper/plastic

DISPOSAL

All materials ofther than those listed above must be disposed of responsibly as general waste according to local regulations by using a
public or private waste collection service.
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EocB

EOGB Energy Products Ltd, 5 Howard Road, Eaton Socon, St Neots, Camibridgeshire PETS 8ET

Tel: 01480 477066
Email: sales@sapphireheatfsolutions.co.uk
Web: sapphireheatfsolutions.co.uk

YouR[lifs]  wwwyoutuoecomeocseneraymroducts @ sapphirehedatsolutions




